4500 EMERGENCY CALL SYSTEM INSTALLATION GUIDE-OVERVIEW

| IMPORTANT: THE FOLLOWING FIELD MODIFICATIONS MUST BE COMPLETED AT THE TIME OF INSTALLATION.

THE 4500 EMERGENCY CALL SYSTEM REQUIRES THE FOLLOWING SETTINGS IN ORDER TO OPERATE PROPERLY. ADDITIONAL INFORMATION

AND DIAGRAMS ARE AVAILABLE IN THE INSTALL PACKET AT WWW.CORNELL.COM

1. RECOMMENDED WIRING REQUIREMENTS

A SEPARATE 22 GAUGE SHIELDED WIRE PAIR FOR THE AUDIO, IS REQUIRED BETWEEN EACH CALL STATION AND THE

ANNUNCIATOR PANEL.

2. ADJUST THE POWER SUPPLY VOLTAGE
THE 4500 EMERGENCY CALL SYSTEM REQUIRES THE POWER SUPPLY

VOLTAGE TO BE SET AT 24VDC. THE CORNELL POWER SUPPLIES ARE
FACTORY SET AT 12VDC. SEE THE LOCATION OF THE SWITCH IN FIGURE 1.

3. VOLUME CONTROLS CAN BE ADJUSTED

THE VOLUME CONTROLS ARE MOUNTED ON THE 2009 AMPLIFIER BOARD
THAT IS MOUNTED IN THE ANNUNCIATOR'S BACK BOX.

THE CONTROLS FOR THE "OUTGOING" AND "INCOMING" VOLUME NEED TO
BE SET ONCE THE SYSTEM IS COMPLETELY INSTALLED.

THE PRE-TONE ADJUSTMENT CONTROL SHOULD BE SET AT IT'S MIDPOINT.
SEE FIGURE 2.

4. AUDIO SHIELD WIRE MUST BE SECURED ON THE CALL STATIONS

THE FIELD STATION AUDIO WIRES CONNECT ON TERMINALS L1 AND L2. THE
AUDIO SHIELD SHOULD BE TAPED BACK TO THE CABLE.
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